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M. Area WD FL BD PD BD PD BD PD BD PD BD PD BD PD
70x70 90 100 463 6 736 9  810 12 463 6 736 9 810 12

110x110 133 150 694 3 1104 4   1215 5 694 3 1104 4 1215 5
M. Area WD FL BD PD BD PD BD PD BD PD BD PD BD PD
70x70 90 100 231 24 294 59 324 73 231 24 294 59 324 73

110x110 133 150 347 11 442 26 486 32 347 11 442 26 486 32
140x140 185 200 463 6 589 15 648 18 463 6 589 15 648 18
175x175 229,3 240 555 4 707 10 777 13 555 4 707 10 777 13
210x210 287 300 694 3 883 7 972 8 694 3 883 7 972 8
250x250 338,5 350 810 2 1031 5 1134 6 810 2 1031 5 1134 6

CO2
LCX C

Standard Environment Wash Down Environment

Technology CO2 Sealed Tube CW

Dimensions (mm)

40 W
Release Date Available Available Available

196x146x730

Power 40 W 60 W

9.300nm (9,3μ)

10.200nm (10,2μ)

10.600nm (10,6μ)

10 W

Std.
Opt.

10 W 60 W

Std.

350x242x1079241x189x743220x166x710

Std.

Std.
Opt.

SYSTEM

PULSELENGTH

CO 29,3 microns for PET bottles

Std.

Forced Air Water

-

LENSES LCX CO2

without BE

COOLING Filtered Blower (350m3/h)

TCU

Air/Water

WAVELENGTH

CO 210,6 microns for BIO materials

CO 210,2 microns for FILM materials

Air

nanoseconds

MARKING HEAD

ACCESSORIES
Beam Exit at 90º Std.
Marking Area Indicator Opt.

Continuous Wave

Std.
Opt.

Opt. Opt. Opt.

Std. Std. Std. Std.
- -Opt.

Opt.Opt.
Opt.
Opt.Opt.

Opt.

-
-

Opt.

Opt.
Opt.

Opt.
Std.
Opt.
Opt.

Opt.

Opt.

Std. Std.

Opt.
Opt.

Opt.

Std.
Opt.

Opt. Opt.

Opt. Opt.

Opt.

-
-

Filtered Blower (200m3/h) - -
- -

Opt.

-
1000W

Air

Chiller -

Forced Air
Opt.
Opt.
Opt.

-
Opt.

-
-
-

Opt.
-
-

Air

LENSES LCX CO2

with BE

Touch Screen TSL-Light IP65 -
CONTROL

MarcaTouch OS 2.00 Opt. Opt.

Touch Screen TSL-Light Opt. Opt.
-

PC with Marca Software Opt. Opt.

-

Opt.

Opt.

Touch Screen TSL - LCX (3Q 2025) Opt. Opt. Opt.

SOFTWARE

Ethernet/IP Protocol Opt. Opt. Opt.Opt.
Opt.

Opt.
Internal Barcode Generator Opt. Opt.

Opt.

OPC-UA Protocol Opt.

60x60
Beam Expander Opt.

Opt.
ScanLinux Std. Std. Std.

Opt.
Opt. Opt. Opt.

Beam Exit at 0º Opt. Opt.

Standard Lenses

Std.

Opt.

Opt.

TCPIP Protocol Std.
Marca Full Graphics PC Softw.

Profinet Protocol Opt. Opt.

Opt.
Opt. Opt.

Opt. Opt.
Std.
Opt.

Std.
Opt.

Opt.
Opt.Opt.

Opt.
Opt.

April-25 April-25 April-25

laser head:
214x176x864

control cabinet:
525x200x650

216x176x668

LCX C SERIES

AVOID EXPOSURE
VISIBLE AND INVISIBLE

LASER RADIATION
IS EMITTED FROM
THIS APERTURE

CLASS 4 LASER PRODUCT
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www.macsa.com - macsa@macsa.com

Macsa ID Headquarters
P.I. Pla de Santa Anna 
08272 Sant Fruitós de Bages 
(Barcelona) 
Tel: +34 938 738 798
Spain

Macsa ID UK
13d Old Bridge Way

Bedfordshire
SG175HQ
Tel: +44 (0)1462 816091 
UK

Macsa ID Portugal
Rua Eng. Frederico Ulrich
n. 2650.
4470 - 605 Moreira Maia
Tel: +351 229962204
Portugal

Macsa ID Malaysia
51-9-D1 Menara BHL,
Jalan Sultan Ahmad Shah,
10000 Georgetown, Penang,
Malaysia.

Macsa Coding Technology 
(Shenzhen) Co, Ltd
East side of 2/F, 7 Building
Lijincheng Technology 
Industry Park
Jihua Road
Longhua Street, Longhua 
District 518100 Shenzhen
Tel: +86 0755-23611591
China

Forbes Macsa Private 
Limited
(Mumbai) 
Forbes Building
Charanjit Rai Marg, Fort 
Mumbai - 400 001
Tel: +91 22 69402500
INDIA

KEY:
SE Standard Environment (IP31). DE Dusty Environment (IP54). WD Wash Down Environment (IP55/ IP65). Opt. Optional (Can be ordered as an accessory). Std. Standard (Included as default). 
FL Focal Lenght in mm. WD Working Distance in mm. BD Beam Diameter in μm. PD Power Density in kW/cm2 Given WD values are approximate

Specifications subject to change without notice / 19” rack opction available under request for 60W SE
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