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MODEL LCX NANO UV

SYSTEM
Power 5 W

Technology Compact Q-Switched DPSS  UV Nd:YVO
4

WAVELENGTH nanometers 355 nm

PULSELENGTH nanoseconds < 18 ns

MAINS POWER SUPPLY
100 / 240 V AC

50 / 60 Hz
(1 Phase + N) 700 VA

COOLING Air Cooled

FOCAL 
SPECIFICATIONS FOR 
LENSES without BE
for XQS Head *

M. Area WD FL BD PD

20x20 95 mm 56 mm 7 13973

65x65 133 mm 103 mm 12 4146

105x105 220 mm 170 mm 20 1516

175x175 347 mm 254 mm 31 679

195x195 440 mm 330 mm 40 403

290x290 580 mm 470 mm 57 198

MARKING HEAD 
ACCESSORIES

Beam exit at 0º-90º Std.

Marking area indicator Opt.

CONTROL
TouchScreen tsl-light Opt.

Pc with Marca software Opt.

SOFTWARE

Scanlinux Std.

MarcaTouch OS 2.0 Opt.

Marca full graphics pc softw. Opt.

TCP/IP protocol Std.

Profinet protocol Opt.

OPC-UA protocol Opt.

Ethernet/IP protocol Opt.

Internal barcode generator Opt.

ACCESSORIES Diode Marking Pointer - Encoder Kit - Mounting Support - Photocell Kit

ENVIRONMENTAL 
CONDITIONS

Operating Temperature 10 °C (50 °F) to 35 °C (95 °F)

Humidity < 95 %, non-condensing

Vibrations No vibrations

Protection Rate DE IP54 (Dusty Environment)

DIMENSIONS AxBxC 240 x 200 x 614 mm

WEIGHT
Net Weight 26 kg

Gross Weight 29 kg

* Customizable marking area also available

CONTROLLER TSL – Light

DIMENSIONS (AxBxC) 264x186x45mm

TYPE Capacitive Touch Screen Display

SIZE
10,1”

1064 x 600

COLOUR 16,2M

LUMINANCE 340 cd/mq

MEMORY 2 GB

VOLTAGE 12 VDC

CONNECTIVITY TYCO Connector

SOFTWARE MarcaTouch™ OS 2.0 or newer

LANGUAJES

26 languages (English, Arabic, Chinese, Czech, Deutsch,
Danish, Finnish, French, Greek, Hebrew, Magyar,
Indonesian, Italian, Japanese, Korean, Malaysian, Dutch,
Polish, Portuguese, Russian, Serbian, Spanish, Swedish,
Thai, Turkish, Vietnamese)

INTERFACE WYSIWYG technology which displays what is going to 
be printed.

COVER CONDITIONS Aluminium

IP RATE IP55 / IP65 (Opt.)

ENVIRONMENT 0 – 40ºC, Non-condensing
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AVOID EXPOSURE
VISIBLE AND INVISIBLE

LASER RADIATION
IS EMITTED FROM
THIS APERTURE

CLASS 4 LASER PRODUCT
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www.macsa.com - macsa@macsa.com

Macsa ID Headquarters
P.I. Pla de Santa Anna 
08272 Sant Fruitós de Bages 
(Barcelona) 
Tel: +34 938 738 798
Spain

Macsa ID UK
13d Old Bridge Way

Bedfordshire
SG175HQ
Tel: +44 (0)1462 816091 
UK

Macsa ID Portugal
Rua Eng. Frederico Ulrich
n. 2650.
4470 - 605 Moreira Maia
Tel: +351 229962204
Portugal

Macsa ID Malaysia
51-9-D1 Menara BHL,
Jalan Sultan Ahmad Shah,
10000 Georgetown, Penang,
Malaysia.

Macsa Coding Technology 
(Shenzhen) Co, Ltd
East side of 2/F, 7 Building
Lijincheng Technology 
Industry Park
Jihua Road
Longhua Street, Longhua 
District 518100 Shenzhen
Tel: +86 0755-23611591
China

Forbes Macsa Private 
Limited
(Mumbai) 
Forbes Building
Charanjit Rai Marg, Fort 
Mumbai - 400 001
Tel: +91 22 69402500
INDIA

KEY:
DE Dusty Environment (IP54). Opt. Optional (Can be ordered as an accessory). Std. Standard (Included as default). 
FL Focal Lenght in mm. WD Working Distance in mm. BD Beam Diameter in μm. PD Power Density in kW/cm2 Given WD values are approximate

Specifications subject to change without notice 


