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M. Area WD FL
70x70 90 100

110x110 133 150
M. Area WD FL
70x70 90 100

110x110 133 150
140x140 185 200
175x175 229,3 240
210x210 287 300
250x250 338,5 350
M. Area WD FL
70x70 125 100

110x110 201 160
175x175 297 254
200x200 344 290
M. Area WD FL
60x60 133 100

110x110 220 160
175x175 347 220
200x200 440 290

Technology

Dimensions (mm)

Release Date
Power

SYSTEM

PULSELENGTH
UV 355 nm

CO2 9,3 microns for PET bottles

LENSES LCX CO2
without BE

COOLING Filtered Blower (350m3/h)
TCU

Air/Water

WAVELENGTH

CO2 10,6 microns for BIO materials
CO2 10,2 microns for FILM materials

Fiber 1.064 nm

nanoseconds

MARKING HEAD
ACCESSORIES Beam Exit at 90º

Marking Area Indicator

Filtered Blower (200m3/h)

Chiller

LENSES LCX FIBER

LENSES LCX CO2
with BE

LENSES LCX UV
355 nm
with BE

Touch Screen TSL-Light IP65
CONTROL

MarcaTouch OS 2.00

Touch Screen TSL-Light

PC with Marca Software
Touch Screen TSL - LCX (3Q 2025)

SOFTWARE

Ethernet/IP Protocol

Internal Barcode Generator
OPC-UA Protocol

Beam Expander

ScanLinux

Beam Exit at 0º

Standard Lenses

TCPIP Protocol
Marca Full Graphics PC Softw.

Profinet Protocol

BD PD BD PD BD PD BD PD BD PD BD PD
- - - - - - - - - - - -

BD PD BD PD BD PD BD PD BD PD BD PD
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - - -

BD PD BD PD BD PD BD PD BD PD BD PD
29 3022 31 6639 33 11450 29 3022 31 6639 33 11450
46 1180 50 2594 53 4473 46 1180 50 2594 53 4473
74 468 79 1029 85 1775 74 468 79 1029 85 1775
84 359 90 789 97 1361 84 359 90 789 97 1361
BD PD BD PD BD PD BD PD BD PD BD PD
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - - -

120-150 ns 250-290 ns 120-150 ns 250-290 ns

LCX F
Rack Enclosure Dusty Environment / Wash Down Environment

20 W 100W 20 W
April-25
100W

March - 25 March - 25

laser head 108x105x506
rack unit 550x483x177

50 W

Opt.

Opt. Opt.

Opt. Opt.

50 W
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Air Air Forced Air

Opt.

- - - ---
-

Forced Air
Opt.
Opt.
Opt.-
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Opt. Opt. Opt. Opt.
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Std. Std.
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Opt.
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Opt.

Forced AirAir

Opt.

Opt.

Std.

laser head 108x105x506
control cabinet 525x200x650

- - - -- -
Std.

120-150 ns

Std.

Std.

-
-
-

120-150 ns

Rack Enclosure

20 W 50
Available Marc

100WW

Fiber

1.064 nm

100x100

Ytterbium Pulsed Fiber Laser

AVOID EXPOSURE
VISIBLE AND INVISIBLE

LASER RADIATION
IS EMITTED FROM
THIS APERTURE

CLASS 4 LASER PRODUCT
EN 60825-1 (2014)
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www.macsa.com - macsa@macsa.com

Macsa ID Headquarters
P.I. Pla de Santa Anna 
08272 Sant Fruitós de Bages 
(Barcelona) 
Tel: +34 938 738 798
Spain

Macsa ID UK
13d Old Bridge Way

Bedfordshire
SG175HQ
Tel: +44 (0)1462 816091 
UK

Macsa ID Portugal
Rua Eng. Frederico Ulrich
n. 2650.
4470 - 605 Moreira Maia
Tel: +351 229962204
Portugal

Macsa ID Malaysia
51-9-D1 Menara BHL,
Jalan Sultan Ahmad Shah,
10000 Georgetown, Penang,
Malaysia.

Macsa Coding Technology 
(Shenzhen) Co, Ltd
East side of 2/F, 7 Building
Lijincheng Technology 
Industry Park
Jihua Road
Longhua Street, Longhua 
District 518100 Shenzhen
Tel: +86 0755-23611591
China

Forbes Macsa Private 
Limited
(Mumbai) 
Forbes Building
Charanjit Rai Marg, Fort 
Mumbai - 400 001
Tel: +91 22 69402500
INDIA


